
REPLACEMENT LED UNIT

Simple retrofit for a modern look 
and lasting quality

P R A C T I C A L . 
A D A P T I V E . 
F U N C T I O N A L .
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Dimensions Ø50 x 51 mm

Voltage constant current max. 350 mA

Typical V
f

17,1 V

Power 6 W

Dimmable yes

Beam angle 18°, 24°, 36°, 60° and wall washer

Light output 2.700K: 620 Lumen
3.000K: 680 Lumen
tunable white: 740-860 Lumen

Color rendering
2.700K, 3.000K
dim2warm
tunable white

CRI98 (full spectrum)
CRI95
CRI92

Protection class IP20

Average lifespan 50.000 Std.

Material aluminum / plastic

BIN option < 2 SDCM @ 2.700K + 3.000K
< 3 SDCM @ d2w + TW

Energy efficiency class E

Brand / Country prebit - Made in Germany

V e r y  b r i g ht  6 W  f u l l  s p e c t r u m  c o n s t a nt  c u r re nt  L E D  m o d u l es

P ro d u c t  d a t a  L E D - u n i t

SPOT BEAM 18°
500 350 27-18	 2.700 K,CRI 98
500 350 30-18	 3.000 K, CRI 98
500 350 18-18	 1.800-2.700 K dim2warm, CRI 95
500 350 50-18	 2.700-5.000 K tunabel white

MEDIUM BEAM 24°
500 350 27-24	 2.700 K, CRI 98
500 350 30-24	 3.000 K, CRI 98
500 350 18-24	 1.800-2.700 K dim2warm, CRI 95
500 350 50-24	 2.700-5.000 K tunabel white

WIDE BEAM 36°
500 350 27-36	 2.700 K, CRI 98
500 350 30-36	 3.000 K, CRI 98
500 350 18-36	 1.800-2.700 K dim2warm, CRI 98
500 350 50-36	 2.700-5.000 K tunabel white

EXTRA WIDE BEAM 60°
500 350 27-60	 2.700 K, CRI 98
500 350 30-60	 3.000 K, CRI 98
500 350 18-60	 1.800-2.700 K dim2warm, CRI 98
500 350 50-60	 2.700-5.000 K tunabel white

ASYMETRIC BEAM
Asymmetric beam for wall washing

500 350 27-50	 2.700 K, CRI 98
500 350 30-50	 3.000 K, CRI 98

Figure 2: 3000K Thrive TM-30 Graphs

Figure 2: 3000K Thrive TM-30 Graphs
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SKU Voltage Dimmable LED driver

500 015 07 19-32 VDC LD201

500 050 88 220-240 VAC DALI

2-CH TW:

50001509 19-32 VDC LD202

To  o p e ra t e  t h e  L E D  u n i t ,  i t  i s  es s e nt i a l  t o  us e  a  s u i t a b l e  L E D 
d r i v e r ,  s u c h  a s :

A wide range of existing downlights on yachts can be affordably and 
sustainably upgraded by replacing the light source with modern LED 
technology. The recessed spotlight with the original halogen reflector 
lamp is retained. 

L E D  re p l a c e m e nt  f o r  e x is t i n g 
ya c ht  d o w n l i g ht s

The LED offers a high CRI 98 and various color temperatures 
for excellent light quality

Available beam angles: 18°, 24°, 36°, 60°, or an 
asymmetric wall washer option

Compatible with systems such as KNX / DALI / DMX / 
CASAMBI 

Dim2warm enables color temperature adjustment from 
3000 K to 2700 K during dimming

 


