
R E P L A C E M E N T  L E D  U N I T
WAT E R P R O O F

Simple retrofit for a modern look 
and lasting quality

O P T I M I Z E D . 
E F F I C I E N T . 
E R G O N O M I C .



A  s m a r t  s o l u t i o n  f o r  m o d e r n ,  d u r a b l e ,  a n d  w a t e r p r o o f 
l i g h t i n g  o n  y a c h t s

L E D  r e p l a c e m e n t  s p e c i f i c a l l y  f o r  e x i s t i n g  w a t e r p r o o f 
d o w n l i g h t s  f o r  o u t d o o r  u s e

SPOT BEAM 18°
501 350 27-18	 2.700 K
501 350 30-18	 3.000 K
501 350 18-18	 1.800-2.700 K dim2warm
501 350 50-18	 2.700-5.000 K tunabel white

MEDIUM BEAM 24°
501 350 27-24	 2.700 K
501 350 30-24	 3.000 K
501 350 18-24	 1.800-2.700 K dim2warm
501 350 50-24	 2.700-5.000 K tunabel white

WIDE BEAM 36°
501 350 27-36	 2.700 K
501 350 30-36	 3.000 K
501 350 18-36	 1.800-2.700 K dim2warm
501 350 50-36	 2.700-5.000 K tunabel white

EXTRA WIDE BEAM 60°
501 350 27-60	 2.700 K
501 350 30-60	 3.000 K
501 350 18-60	 1.800-2.700 K dim2warm
501 350 50-60	 2.700-5.000 K tunabel white

ASYMETRIC BEAM
Asymmetric beam for wall washing

501 350 27-50	 2.700 K
501 350 30-50	 3.000 K

Many yachts are equipped with high-quality stainless steel downlights 
for which the original manufacturer does not offer an LED solution.By 
replacing the inner housing, outdated incandescent technology can be 
seamlessly upgraded to modern LED technology – affordable, efficient, 
and sustainable. The stainless steel ring of the existing light fixture remains 
unchanged, so no new holes need to be drilled, and no modifications are 
required. This ensures the yacht’s original aesthetic and craftsmanship are 
preserved while benefiting from the advantages of advanced lighting.

The LED delivers a high Color Rendering Index (CRI) of 98 and offers var-
ious color temperatures for excellent light quality and a natural color ap-
pearance. Whether warm white for a cozy atmosphere or cool white for 
task-oriented areas, the lighting can be tailored to the desired ambiance.

After installation, the fixture is once again waterproof to IP67, ensuring 
reliable operation even in demanding marine environments. The efficient 
LED technology not only reduces energy consumption but also significant-
ly lowers heat generation and maintenance requirements. 
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Figure 2: 3000K Thrive TM-30 Graphs

Figure 2: 3000K Thrive TM-30 Graphs
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A wide range of existing downlights on yachts can be affordably and 
sustainably upgraded by replacing the light source with modern LED 
technology. The recessed spotlight with the original halogen reflector 
lamp is retained. 

L E D  re p l a c e m e nt  f o r  e x is t i n g 
ya c ht  d o w n l i g ht s

The LED offers a high CRI 98 and various color temperatures 
for excellent light quality

Available beam angles: 18°, 24°, 36°, 60°, or an asymmet-
ric wall washer option

Continuously dimmable, compatible with systems such as KNX / 
DALI / DMX / CASAMBI

Ingress Protection — protected against dust and can with-
stand temporary immersion in water


